
Fuel for the world ahead.

NG75E
ANGI NG75E is a fully packaged, quick-deployment CNG system that allows for simplified installation and operation. At the heart of our NG75 packages are JA Becker CNG 
Compressors, designed for lower inlet pressures. This package offers unrivaled flexibility to small and medium sized refuse, vocational, municipal, and other fleet operations 
— developed with ANGI’s proven packaging expertise which has a long-lasting reputation for quality, durability, and the lowest total cost of ownership.

>	Solution Flexibility: This package can be purchased as a stand-alone product in a simplex, duplex and triplex solution. It can also be configured as an integrated 
FleetPro, or an integrated simplex solution that can greatly reduce construction costs.

>	Mobilization: The FleetPro and integrated compressor packages are designed for simple installation and demobilization — allowing flexibility to users for easy  
	 relocation if the fleet needs change.

>	Performance: ANGI NG75E offers range of inlet pressures from 4–13 PSIG and 67–100 SCFM of flow.

ANGI NG75E Highlights
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NG75E

Standard Features:
	 >	 Simplex, Duplex, Triplex solutions offering best in class performance.
	 >	 75 BHP electric motors, direct drive, 480VAC, 1800 RPM.
	 >	 Resilient mounted compressor to reduce vibration.
	 >	 Flexible connections and slide out compressor base for ease  
		  of maintenance.

Options Include:
	 >	 CP-400 remote monitoring system with ANGI CNG Live! mobile  
		  app access.
	 >	 Protective sound attenuating enclosure. 
	 >	 Construction for applicable Canadian codes and requirements (575VAC,  
		  CSA components, CRN for pressure containing components as required).

NG75E Specification

Standard Features:
	 >	 Sufficient storage to defuel one (1) truck without venting any gas  
		  to atmosphere.
	 >	 Available storage to facilitate one (1) typical fast fill.
	 >	 Fast Fill hose assembly on skid.
	 >	 75 BHP electric motors, direct drive, 480VAC, 1800 RPM.
	 >	 Single tower dryer with manual regeneration designed for 2 compressor  
		  flow integrated into fleet pro solution.
	 >	 Resilient mounted compressor to reduce vibration.
	 >	 Flexible connection for ease of maintenance.

Options Include:
	 >	 2-Hose next generation defueling panel.
	 >	 Protective sound attenuating enclosure.
	 >	 CP-400 remote monitoring system with ANGI CNG Live! mobile app access.
	 >	 Storage system can be utilized as a fast fill buffer reservoir and/or a 
		  defueling captive receiver.
	 >	 Construction for applicable Canadian codes and requirements (575VAC, 
		  CSA components, CRN for pressure containing components as required).

NG75E FleetPro and Integrated Solution Specifications


