
Encore
DEF Ultra Hi Request Form

Diesel Fueling Instructions

Remove nozzle and
lift lever.

Dispense diesel fuel
into diesel tank.

Lower lever and
return nozzle.

DEF Nozzle Use Instructions

Dispense DEF into the
vehicle’s DEF tank only.

Return nozzle to holder
and lower vinly access flap.

Raise vinyl access door
flap and remove nozzle.

Press yellow DEF button

2

3

5

6
10

10
11

12

13

7 8

9

4a

1

4b

Full Mock
Part Mock

Image Name Model #

Please specifically list part options: (i.e. call button, 
single vs dual ppu, full vs partial side sheathing decal, or if you 
would like TRIND/CSC)

Unit 1

Qty.Part Number Comments/Instructions

Unit 2

Unit 3

Unit 4

1. Brandview Canopy Assembly
Assembly

2. Crown Graphic
3. Main Display
4a. Bezel Door Upper Gaphic
4b. DEF Warning Label
      **ALWAYS on DEF dispenser

      **Usually applied to upper bezel door on same 

side of DEF cabinet.

5. Display Softkey Overlay
5.7 Monochrome

10.4 Color, Display Mask

10.4 Color, Left Softkey Overlay

10.4 Color, Right Softkey Overlay

6. Printer Door Option Keypad
7. EPP Keypad

(Cannot be altered)

8. TRIND/CSC Cover Overlay
Trind - ExxonMobil only

CSC - Non-backlit

9. Card Reader Overlay
10. Nozzle Boot Overlay
11. ___ Grade Brand Panel
12. Lower Door

Assembly

13. Side Sheathing

Not Shown:
      Canopy options

      FlexPay IV

      eCim EMV 

Side Sheathing Options

EN55010GAxxx
ENS1401Gxxx
ENE0201Gxxx

   ENS1201Gxxx
ENS1201G448

ENE0301Gxxx
ENE0302Gxxx
ENE0402Gxxx
ENE0502Gxxx
ENE0615Gxxx

ENE0701Gxxx
ENE0702Gxxx

 ENE0602Gxxx

      EN13001GAxxx
Brand Panels (i.e. Regular, Unleaded, Supreme)

Standard options listed below. Premium options are 
available but come with additional charges. Please 
contact your CSR for more information regarding 
our premium options.

**DEF unit can be placed on either the right OR 
the left side of the dispenser, and is 2 sided. 
However, the DEF nozzle/hose is only one sided. 

All custom logo or pump artwork should be provided as an Adobe Illustrator 
(.ai), Adobe Photoshop (.psd), Encapsulated PostScript (.eps), or a (.pdf) format 
file.  Vector based images are preferred.

i.e. ENS1201Gxxx Two tone. END 7000/END 70012

Please note any additional 
comments, instructions, or
PO numbers here:

Dispenser color likeness is only for visual assistance

i.e. Attached is the reference file for the image graphics.  brandimg_graphics.pdf

Name:___________________________________ Date:_____________________

Phone:___________________________________ Email:___________________________________________________
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